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1. EXCAVATION

A Excavale to a depih that will provide
a minimum of 6" and maximum of
36" of cover over the top of the tank,

B. Allew 18° to 24° on both sides and
both ends of the tank.

C. Prepara the tank bod.  Prefered
bodding  material i well-packed
gand — 6" minimum in sail terain,
12° minlmum in rock terrain, Nalive
soil can ba used i it is flowable,
compactable, rock free, and can
provide uniform support in the re-
cessed b areas. The tank should
be Installed leval.

2. SEPTIC TANK CONNECTIONS

A. Low Profle sepiic lanks ae pro-
viced wilth 4" PYC sanitary toes and
rubher gaskets for the inlel and
outlet;

Al pipes should be chamferad and
gaskals lubricated,

Install gasket fiom the utside of tho
tank as shown in the diagram. From
aulside of the tank, push the pipe

{:I intoy the faskel,
D. |nlet and oullst piping should he
solvent walded to sanitary tees.
E. Moie the direction of flow. The oufle
is lower than inlel and all tanks are
marked accardingly.
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ISTERN TANK INSTRUCTIONS
A.

[nstall bulkhead il
arens located on g

36" of separalion be
E. Flexible connsclions dhe
betwesn mach tank on i
nected tank installations:

4. MANHOLE EXTENSIONS

i A, Install manhole extensions andfor lid
risers before you backfill,

B. Manhole exftensions are supplied
with gaskels and scraws.

€. Install screws az shown in the dia-
gram arcund the circemfersnce of
the base of the exlansion.

B Be sure that the self-apping screws
saat gquaraly into the tank.

5. BACKFILLING EXTERIOR

A, Backfill around fank with 12" kayers and
compact each layer.  Always compact
erids first,

B. Each of the intaror support columns
must be filsd with freq-flowing il and
compacied in &' fayers.  The columns
must have the sofl compacted to provide
structural support, See diagram.

G. Be sure to compact soil undar inlst and
oitiat piping,

. Mazimum backiill over the top of the 1ank
is 36",

E. Mound =all over the tap of the tank fo
diract surface water away from iha tank.

6. BACKFILL MATERIALS

A, Free flowing nallve soll can be used a5 backfl Al il must ba
lree of any wood, masonny debris, or sill. Shrinkiswell clay soils
should ba avoided as backfll material.

B. If the native soil is unsuitable, replace I will a Iree Powing,
compactable materal. A lypleal specilication is 100% smaller
than 1 1027 and approximately 50% smaller han 147,

L. Sharp objects must not come into contact with the tank.

For septic installatlons, it Is Important to contact your local or state
sanitarian regarding approved Installation procedures.




m =2 o W =

CAUTION s

Failure to comply with the points below voids warranty.
Tanks are not fire-resistant. Do not store them near an open flame or heat in excess of 180 °F.
Do not install any tank under the path of vehicles or heavy equipment.
Do not leave Low Profile septic tanks empty for extended periods of time.
Norwesco Low Profile septic tanks and cisterns are desighed only for use as underground tanks,

Low Profile septic tanks and Low Profile cisterns may be used as holding tanks or for pumping
applications where permitted by local codes.

Low Profile septic and Low Profile cisterns are macde of resins that meet FDA specifications for the
storage of drinking water and can be used for that application.

Protect the tank from sharp objects which could puncture it and cause leakage.

Where saturated soil or seasonal high water tables are indicated between the bottom of the tank and the
ground surface, see separate supplemental installation instructions for these site conditions.
Supplemental instructions can be found on our website.

For installations requiring counter-buayancy measures; please refer to special instructions on our
website.

Norwesco advises against the use of a plastic underground tank for arnty other uses!
Such uses would vord any Norwesco product warranty either stated or implied. In no event shalf
Norwesco be held liable for any consequential damages.,

WARRANTY

The Norwesco underground tanks, when installed in accordance fo manufacturer's instructions, are wamranted
against defective materials and/or workmanship for a full three (3) years from the date of manufacture. Should a
defect appear within the warranty period, NMorwesco wil supply a new equivalent tank in replacement thereof,
Norwesco's liahility is limited to the value of the tank itself and specifically excludes the cost of installation and/or
removal and consequential damages.
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